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Para extraer inyectores common rail sin tener que desmontar la culata. 
Aplicable a los motores CDI Mercedes-Benz 611.612.613 etc.
For removing seized or stuck common rail injectors without having to 
disassemble the cylinder head. Applicable for Mercedes-Benz CDI engines 
611,612,613, etc.
1x  Extractor de impacto  
      Impact extractor
1x Inyector externo con gancho
     Injector claw
1x Adaptador roscas internas. 
     Internal threads adapter.
1x Martillo deslizante
     Sliding hammer

• Peso - Weight: 5,700 Kg

Comprobaciones: presión de apertura, 
hermeticidad, y chorro 
Testing: Opening pressure, 
watertightness, and jet

2x  racores de medidas
      coupling with sizes:
      12x150  - 14x150mm

• Peso - Weight: 3,380 Kg

US-374/NEW 
Extractor inyectores a golpe para Mercedes CDI 
Mercedes CDI injector extractor

US-371 
Comprobador inyectores gasoil  
Diesel injectors tester

Llave inyectores estrella para Nissan 
Star injectors socket wrench, for Nissan

US-348 
Estuche sonda lambda e inyectores 21 piezas
Lambda probe and injectors

• Llave hexagonal cerrada 27mm
   Hexagonal closed socket
• Llave hexagonal con ventana y articulada 22mm
   Hexagonal window articulated socket
• Llave hexagonal con ventana y abierta de 22 mm, (3 modelos)
   Hexagonal opened window socket (3 models)
• Llave hexagonal con ventana 28 mm
  Opening hexagonal socke
• Llave hexagonal con ventana y abiertas de 20-22-27-29 mm
   Hexagonal opened window socket
• Llave poligonal con ventana 17-19-21-22-22L,27, 27L- 28-30 mm
   Poligonal window socket,

• Peso - Weight: 6,200 Kg

Juego de herramientas de 
medición diseñado para el calado 
de las bombas de inyección diesel. 
Adecuado en las bombas de 
inyección de los modelos: 
This precision measuring 
instrument is designed for 
resetting the timing position 
on diesel engines. Suitable for 
following injection pumps models: 

• Peso - Weight: 1,010 Kg

US-171 
Estuche puesta a punto bombas diesel
Diesel pump injection timing set

Art. mm Kg

US-253 22 1/2" 0,172

US-254 27 1/2" 0,258
BOSCH tipo VE, EPVE, KIKI, CAV, Rotodiesel, Nippondenso, Lucas. 

US-715 
Kit universal completo extractor inyectores 
Full universal kit for removing Injectors

• Peso - Weight: 19,100 Kg

Válido para múltiples marcas de vehículos existentes en el mercado 
Valid for multiple vehicle brands on the market: 
BMW, Mercedes, Seat, Audi, VW, Citroën, Peugeot, Renault, Opel, Skoda 

US-1414 
Extractor neumático a golpe para inyectores
Pneumatic impact extractor injector puller kit
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