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Us-683

Estuche reparar compresores
Compressor repairing box
Estuche desmontar el embrague del
aire acondicionado. Valido para gran
parte de compresores del mercado
Box to dismount the air conditioning
clutch. Valid for a large number of
compressors in the market.

» Peso - Weight: 5,1 Kg

Us-860
Util tubos refrigeracion
Refrigeration pipes tool

» Medidas - Measures: 1/2”, 3/4”,
3/8”,5/8”
» Peso - Weight: 0,077 Kg

US-SSI
Util desconectar tubos A/A
Tool for disconnecting A/C pipes

* Medidas - Measures: 1/2", 1/4”,
3/4”,3/8”,5/16”, 5/8, 7/8”
» Peso - Weight: 0,120 Kg
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uUs-713

Estuche "MityVac"
modelo universal
"MityVac" universal model
case

Estuche bombas de vacio

y de vacio-presion.

Box for vacuum pumps

and vacuumpressure pumps.

Aplicaciones - Applications:

Purgar el aire en circuitos de frenos, direccion asistida. Purga mando hidraulico
embrague. Trasiego todo tipo. Comprobacion de la curva de avance de vacio.
Cépsula correccion del avance de vacio. Comprobacién del funcionamiento del
sensor . Comprobacion regulador de la presiéon de la gasolina. Comprobacién
de la estanqueidad del modulador de vacio de la caja automatica de cambios.
Comprobacion véalvula EGR de la bomba de vacio. Asistencia membrana servo
freno-vélvula antirretorno. Comprobacién y ajuste presién de la sobre alimentacion
del turbo compresor.

Purge the air in brake circuits, steering. Purges brake’s hydraulic remote. All kind of
transfers. Vacuum advance curve check out. Vaccum advance correction capsule.
Sensor functioning check out. Gasoline pressure. Check out of the ERG valve of
the vacuum pump. Assistance membrane assisted brake/valve backstop. Check
out and adjustement of the pressure on the turbo compressor.

» Peso - Weight: 1,45 Kg

us-1002
Lampara LED "MAG UV"
"MAG UV" LED lamp

Fuente de luz
Light source

COB LED Spot:
High power UV-light

Flujo luminoso (Lumen) 125-250
Luminous flux (Lumen) Spot: UV
lluminancia (lux@ 0.5m) 200-400
lluminance (lux@ 0.5m) Spot: UV
Salida de luz ajustable

Adjustable light output 2 levels
CRI Ra > 80
CCT 6000 K
CCT Ajustable

Adjustable CCT 5 steps
Tiempo operacional Hasta: 5 h
Operating time Upto:5h
Tiempo de carga 3h

Charging time

Bateria 3.7V/1600
Battery mAh Li-ion
Tipo de proteccion

Protection class IP20
Cable

Cable 1m (USB)
Voltaje de carga (DC)

Charging voltage (DC) SVITA
Consumo de energia Max. 3W

Power comsumption

Temperatura ° °

Temperature -10°to +40°C

Peso neto

Net weight 1809

Dimensiones 31 mm

Dimensions 59 mm
157 mm

us-741

Sincronizador carburadores

4 columnas de acero

Carburetor synchronizer

4 columns of steel

Es un mandmetro mecanico que
proporciona 4 lecturas simultaneas,
para poder equilibrar los carburadores
o los componentes que generen vacios
y que puedan regularse. El US-741 son
cuatro barras de acero inoxidable que
se desplazan por unas guias calibradas
las cuales nos marcan unas escalas de
depresion.

It's a mechanic manometric that
provides 4 simultaneous readings,
it allows the carburetors or the
components the generate vacuum and
can be regularized. US741 are four
stainless steel bars that move through
calibrated guides which show us a scale
depression.
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» Peso - Weight: 0,743 Kg

AN

us-684

Lampara recargable ultravioleta
Utraviolet rechargeable light
Compatible con todos los tintes
ultravioletas. Es la lampara méas potente
de su clase. Funciona con una bateria
interna recargable, sin cables por
medio a la hora de examinar la fuga.
Compatible with all the ultraviolet
dyes-tint. Its the most powerful lamp
of its category. It works with an internal
rechargeable battery, without cable to
disturbwhen examining the leak. Se
suministra con unas gafas la lampara y
el cargador Proveded with glasses, the
lamp and the charger.

» Peso - Weight: 0,336 Kg

Us-832/A

Aditivo refrigerante

Coolant additive

Aditivo universal revelador de pérdidas
Universal additive leak developer

» Peso - Weight: 0,159 Kg

* Se suministra en caja de 10 monodosis
Provided in a 10 mono-dose box
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