Us-345
Extractor amortiguadores

Shock ahsorbers extractor tool
* Peso - Weight: 0,76 Kg

Util disefiado para poder abrir el alojamiento del amortiguador cuando esta
ubicado en la mangueta de direccion, sin riesgo de dafiar el nudillo de aluminio
o hierro fundido. Herramienta ajustable permite ensanchar la ranura, ya sea
central o no, de los nudillos de las manguetas de direccion.

« Especial para - Special for:

us-8

US-345/BIS

Seccion Mecanica | Mechanic section

Extractor amortiguadores
Shock absorbers extractor tool

* Peso - Weight: 1,10 Kg

of steering knuckles.

BWM, Citroén, Volkwagen (Golf, Passat), Ford, Seat, Skoda, Renault

Juego de llaves desmontar amortiguadores

Removal shock absorbers set

N° Piece

Aplicacion - Application

1022-01 10,5 mm Volkwagen Golf (rear axle)

1022-02 12,5 mm Volkwagen Polo (front axle)
1022-03 14,5 mm Volkwagen Polo, Golf, Passat
Audi 80

1022-04 14,5 mm Austin Maesto

1022-05 14 mm Mercedes Benz W203

1022-14 14 mm Honda, Nissan

1022-16 16 mm Volkwagen, Audi, Seat, Fiat

1022-17 17 mm Ford, VW, Audi, Seat, Fiat

1022-18 18 mm Ford, VW, Audi, Seat, Rover,
Fiat, Opel, Renault, Jap., PKW

1022-19 19 mm VW, Audi, Seat, Citroén, Fiat,
Opel, Peugeot, Toyota

1022-21 21 mm Ford, Benz, Chysler, VW,
Audi, Jap, PKW (W203),

1022-22 22 mm VW, Audi, Seat, Citroén, Fiat,
Opel, Peugeot, Renault, BMW

1022-24 24 mm Volvo

1022-27 27 mm VW, Audi, Citroén, Peugeot,

us-852

Util regulacion caida
Regulation drop tool kit

Juego de accesorios que permite un trabajo individual
por rueda. Nos permite ajustar individualmente el
angulos de caida de ambas ruedas al mismo tiempo.
Dispone de 3 cuerpos centrales de diferentes
medidas (75, 85y 115mm).

Accessories kit allows a single technician working
alone to adjust and set drop angles in both wheels
at same time. Has 3 central bodies of different sizes
(75, 85y 115mm).

« Peso - Weight: 2,79 Kg
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N° Piece Aplicacion - Application
1022-34 4 mm Nissan
1022-35 5,2mm Volkwagen, Audi, Nissan
1022-36 6 mm Volkwagen, Audi, Renault
1022-37 6,3 mm Nissan
1022-38 7mm Volkwagen, Audi, Seat, Fiat
1022-39 8 mm Seat, Fiat
1022-40 9mm Japoneses, PKW
1022-41 10 mm Seat, Fiat, Volvo
1022-42 12 mm Seat, Fiat
1022-45 5"D" Nissan
1022-50 10"D" Nissan, Ford
1022-58 8mm BMW
1022-59 9mm Opel, Chrysler
1022-60 10 mm Chrysler, Ford, Holder
1022-61 11 mm Japoneses, PKW
Us-920/BIS

Juego de 5 llaves especiales para
tuercas de suspension "Mac-Pherson”
Set of 5 special keys for "Mac-Pherson”
suspension nuts

* Peso - Weight: 0,280 Kg

Designed tool to open shock absorber compartment when it's placed in the
steering knuckles, without risk of damaging the aluminium knuckle or cast iron
knuckle. Adjustable tool that allows to widen centralized or non centralized slots
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N° Piece Aplicacion - Application
1022-65 5mm Honda
1022-66 6 mm  Seat, Fiat, Citroén, Peugeot,
Ford, Opel, Renault, BMW,
Japoneses, PKW
VW, Audi, Seat, Fiat, Benz,
(02256F 7mm Citroén, Peugeot, Renault,
1022-68 8 mm Mercedes Benz
1022-73 3mm Mercedes Benz
1022-74 3,5mm Chrysler, Ford
1022-75 4 mm  Citroén, Peugeot
1022-81  XZN-M12 Opel (OHNE ABB)
1022-82 T-50  Ford
1022-83 T-60  Nissan, Ford

* Peso - Weight: 6,30 Kg

Us-895, US-898, US-899

Llave especial para tuerca

de amortiguador (lado superior]
Special wrench for shock
absorber nut (top side)

US-895 21 mm Volkswagen Golf 0,156 Kg
Volkswagen Passat

US-898 19 mm Audi 100, Coupe - V8 0,135 Kg

US-899 22 mm Yolkswagen Golf 0,176 Kg

Audi 80-200-80 Quattro
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