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Us-1161
Llaves para filtros de aceite
QOil filter wrenches

+ Especial para - Special for: Audi, Volkwagen « Disefio robusto: fabricado con acero al cromo vanadio tratado térmicamente.

+ Peso - Weight: 1,6 Kg + No se deslizara y danara las carcasas del filtro de aceite de nylon.

* No fallara bajo las cargas de torsion elevadas requeridas para quitar las carcasas del filtro
de aceite de nylon.

* La herramienta de tapdn de drenaje se usa para quitar e instalar facilmente el filtro de aceite del
tapon de drenaje sin dafarlo.

» La manguera de drenaje se utiliza para drenar el aceite de la caja del filtro antes de retirarlo.
Evita derrames de petroleo y reduce el tiempo de servicio.

* Ideal para uso intensivo.

» Heavy duty design: manufactured from heat treated chrome vanadium steel.

« Will not slip and damage nylon oil filter housings.

« Will not fail under heavy torque loads required to remove nylon oil filter housings.

« Drain plug tool is used to easily remove and install oil filter drain plug without damaging it.

« Drain hose is used to drain oil from filter housing prior to removal. It prevents oil spills
and reduces service time.

« Ideal for intensive use.

Us-1191
Llaves para filtros de aceite
QOil filter wrenches

+ Especial para - Special for: Mercedes « Diserfio robusto: fabricado con acero al cromo vanadio tratado térmicamente.

+ Peso - Weight: 1 Kg + No se deslizara y danara las carcasas del filtro de aceite de nylon.

« No fallara bajo las cargas de torsion elevadas requeridas para quitar las carcasas del filtro
de aceite de nylon.

» La manguera de drenaje se utiliza para drenar el aceite de la caja del filtro antes de retirarlo.
Evita derrames de petréleo y reduce el tiempo de servicio.

« |deal para uso intensivo.

» Heavy duty design: manufactured from heat treated chrome vanadium steel.

« Will not slip and damage nylon oil filter housings.

« Will not fail under heavy torque loads required to remove nylon oil filter housings.

« Drain hose is used to drain oil from filter housing prior to removal. It prevents oil spills
and reduces service time.

« |deal for intensive use.

Us-1192
Llaves para filtros de aceite
QOil filter wrenches

« Especial para - Special for: BMW
« Peso - Weight: 1,2 Kg
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« Disefio robusto: fabricado con acero al cromo vanadio tratado térmicamente.

* No se deslizard y dafiara las carcasas del filtro de aceite de nylon.

« No fallara bajo las cargas de torsion elevadas requeridas para quitar las carcasas del filtro
de aceite de nylon.

» La manguera de drenaje se utiliza para drenar el aceite de la caja del filtro antes de retirarlo.
Evita derrames de petréleo y reduce el tiempo de servicio.

« Ideal para uso intensivo.

» Heavy duty design: manufactured from heat treated chrome vanadium steel.

« Will not slip and damage nylon oil filter housings.

« Will not fail under heavy torque loads required to remove nylon oil filter housings.

« Drain hose is used to drain oil from filter housing prior to removal. It prevents oil spills
and reduces service time.

« |deal for intensive use.
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us-1279 Us-942
Llaves para filtros de aceite Varilla para comprobar el nivel aceite
QOil filter wrenches Rod to check the oil level

« Especial para - Special for: Land-Rover « Especial para - Special for: Audi
* Peso - Weight: 0,3 Kg * Peso - Weight: 0,023 Kg
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MB-10 MB-11

Juego de 4 varillas para controlar los niveles de aceite Varillas para controlar los niveles de aceite del motor
del motory la transmision (vehiculos industriales)

Set of 4 rods to control engine and transmission oil levels Rods to control engine oil levels [industrial vehicles])

Especial para vehiculos Mercedes-Benz (los cuales no incorporan varilla de nivel). < Especial para - Special for: Mercedes-Benz (industriales - industrial)

Special for Mercedes-Benz vehicles (which do not include a dipstick). » Peso - Weight: 0,15 Kg

« Peso - Weight: 0,34 Kg
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